GENERAL NOTES

I, ILLINOIS STATE AW REQUIRES A 48-HOUR NOTICE BE GIVEN TO ALL UTILITIES WiTHIN THE PROJECT AREA BEFORE DIGGING.
FIELD MARKING OF FACILITIES MAY BE OBTAINED BY CONTACTING JML.LE. OR FOR NON-MEMBERS, THE UTILITY COMPANY
DIRECTLY. AGENCIES KNOWN TG HAVE FACILITIES WITHIN THE PROJECT AREA ARE AS FOLLOWS.

UTRLITY aas 1 &%
« [FRONTIER NORTH, INC. ¥ %
« I GREENE COUNTY RURAL WATER DISTAICT ¥
« | GREENE COUNTY PARTNERS, INC. X X
+ [ ILLINOIS RURAL ELECTRIC CODPERATIVE X X

MEMBERS OF JAULL.LE. CALL TOLL FREE (800 §92-0i23 OR 811 AND ARE INDICATED 3Y = NOM-JU.L.LE, MEMBERS MUST BE
NOTIFIED INDIVIDUALLY.

2. THE CONTRACTOR AND THE ENGINEER SHALL BE AWARE THAT NO SURVEY WAS PERFORMED FOR THIS PROJECT. THE STATIONING
AND TOPOGRAPHY SHOWN IN THE PLANS WAS CREATED USING MICROFILM AND FIELD MEASUREMENTS, BOTH SHALL BE CONSIDERED
TO BE APPROXIMATE. THE CONTRACTOR SHALL VERIFY DIMENSIONS AND CONDITIONS IN THE FIELD PRIGR TO CONSTRUCTION
AND ORDERING MATERIALS,

3. THE RESIDENT ENGINEER SHALL VERIFY THE EXISTENCE OF HIGHWAY LIGHTING AND/OR INTELLIGENT TRANSPORTATION SYSTEMS
(L.7.5.) UTILITIES WITHIN THE PROJECT LIMITS, IF HIGHWAY LIGHTING AND/CR LT.S, EXISTS WITHIN THE PROJECT LIMITS, AND
If THESE 1TEMS REQUIRE LOCATING, THE CONTRACTOR SHALL BE DIRECTED 70 DO SC ACCORDING TO SECTICN 803 OF THE
STANDARD SPECIFICATIONS. THIS WORK SHALL BE PAID FOR ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS.

4, THE CONTRACTOR SHALL PROVIDE PGSITIVE AND ADEQUATE DRAINAGE AT ALL TIMES.
5. NO OVERNIGHT LANE CLOSURES WILL BE PERMITTED.

6. THE THICKNESS OF HOT-MIX ASPHALY SURFACE MIXTURES SHOWN ON YHE PLANS IS THE NOMINAL THICKNESS. DEVIATIONS MAY
OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH THE HOT-MIX ASPHALT MIXTURE IS PLACED.

7. THE VARIOUS THICKNESS OF HOT-MIX ASPHALT SURFACE REMOVAL SHOWN ON THE PLANS iS5 THE AVERAGE THICKNESS BASED
UPON CONTROLLING THICKNESS AS INDICATED. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITYED WHEN SuCH
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE. HOT-MIX ASPHALT SURFACE REMOVAL HAS BEEN
INCLUDED IM THE PLANS FOR THE PURPCSE OF REMOVING HIGH IRREGULARITIES AND TQ ESTABLISH CROSS SLOPE.

4. THE LOCATIONS OF THE REPAIR AREAS AS SHOWN IN THE PLANS ARE APPROXIMATE LOCATIONS. THE EXACY LOCATIONS SHALL
BE DETERMINED BY THE ENGINEER.

9, “ROAD CONSTRUCTION AHEAD" SIGNS SHALL BE PLACED AT THE BEGINNING OF THE PROJECT PLUS THE INTERSECTING SIDERGADS,
AND WILL BE CONSIDERED INCLUDED IM THE TRAFFIC CONTROL PAY ITEMS. ALL CONSTRUCTION SIGNS SHALL BE 48" X 48"
FLUORESCENT QRANGE.

10, THE PROPOSED PAVEMENT MARKING SHALL MATCH THE LOCATIONS OF EXISTING PAVEMENT MARKING, AS DIRECTED BY THE ENGINEER,

1. ALL DISTURBED EMBANKMENT AREAS SHALL BE SEEDED WITH CLASS 2A SEED, FERTILIZER AND MULCH AS PER SECTION 250.04
OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER. THE COSY FOR PERFORMING THIS WORK SHALL BE
CONSIDERED INCLUDED IN THE UNIT PRICE 8ID FOR FURNISHED EXCAVATION.

12. ONLY SHORT TERM PAVEMENT MARKING REMOVAL FROM THE FINAL SURFACE SHALL BE PAID FOR AS “WORK ZONE PAVEMENT
MARKING REMOVAL (SO, FT.

13. THE INTENT OF THE MILLING IS T{ REMOVE THE HMA RESURFACING ONLY THE UNDERLYING CONCRETE SHALL NOT BE DISTURBED.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED TO CALCULATE
THE PLAN QUANTIYIES:

HOT-MIX ASPHALT SURFACE / BINDER 0,056 TON/SO. YD. PER 1~

HOT-MIX ASPHALT MATERIALS (PRIME COAT) 0.00038 TON/SQ, YD, (DM PAVEMENT)
HOT=MIX ASPHALT MATERIALS (PRIME COAT: C.001425 TON/S0.YD. N AGGE
AGGREGATE MATERIAL 2.05 TON/CUL YD

AGGREGATE PRIME COAT G002 TON/SO. YD
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MIXTURE REQUIREMENT CHART

MIXTURE USE SURFACE SHOWLDERS  2.25
AC/PG PG 64-22 PG 64-22
RAP % (MAX) SEE SPEC. SEE SPEC,

DESIGN AIR VOIDS

4.0% @ Ndes=70 | «+2.0%4 @ Ndes=30

MIX COMPGSITION

{GRADATION MIXTURE) L 8.5 NMAS 374
FRICYION AGG MIXTURE "C
GUALITY MGMT PROGRAM GC/0A QC/0A

PLAN QUANTITIES FOR HOT-miX ASPHALY SURFACE COURSE ITEMS
ARE CALCULATED USING A UNIT WEIGHT CF 112 LB/SQ YD/IN.

ss TOF LIFT SHOULDERS - DESIGN THIS MIX AT 2.0% vOIDS AND ADD
ASPHALT TC REDUCE VCIDS TQ LBK
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